
The 3008 OLTE provides a highly reliable and cost effective
communication link via fibre for transmitting dual channel
RS232 over one pair of fibres.
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www.wavesight.com

Fibre-optic Modem

Robust, durable, cost effective
fibre communication links

The internal PCB is designed in a modular fashion so that it can be
integrated into the Probot 800 Series as a 3U rackmount version.

All modems can be configured with 850nm multimode optics or with
1300nm single mode.

Baud rates can be selected.

Comprehensive status alarms/indicators are provided on the front panel
with the facility of remoting alarms and controls via a 9 pin “D” connector.

Local and remote loopback can be configured from switches on the front
panel of the unit.

With an optical budget of 12dB to 14dB this series of modems is ideal for
cross-site/campus style environments and for transportation systems where
only single mode fibre is available.

Several combinations of DTE/DCE are selectable providing the user with
flexible  connectivity.

Built-in link tester.

Features + Benefits
+ Dual Channel RS232 synchronous
or asynchronous transmission

+ Multimode and single mode

+ Internal/External clocks

+ DTE/DCE configurable

The 3008 can be easily integrated into the
Probot 800 series as a rackmount version.
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DESCRIPTION

3008 RS232 Desktop Modem with 110/240VAC PSU and 850nm optics

3008 RS232 Desktop Modem with 110/240VAC PSU and 1300nm optics

3008 RS232 Rackmount Modem with 110/240VAC PSU and 850nm optics

3008 RS232 Rackmount Modem with 110/240VAC PSU and 1300nm optics

PART NO.

3008D00

3008D01

3008R00

3008R01




